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Tresaith Mariners Sailing Club 

Standard Operating Procedures 
 

CLUB DINGHY USERS / TRAINING OPERATING PROCEDURES  
 

1. Participants using club dinghies will wear suitable footwear, clothing and a buoyancy 
aid at all times when afloat. Members using club boats are responsible for providing 
their own clothing and buoyancy aids.  

2. TMSC has 11 boats available for members’ use and members participating in RYA 
training will have priority:  
3 x Feva  
3 x Tera 
3 x Topper  
2 X Dart 16 
At present, there is no hire charge.  
 

3. Club boats must not be used in conditions exceeding Beaufort Wind Force 4 and 
within the users own limitations. This limit has been included to better manage the 
risks to equipment owned and maintained by the club. Please report any damage or 
running repairs to the Bosun, or make good the damage yourself.  

 
4. In the interest of safety, users must inform another club member of their departure 

and expected return time. 
 

5. For all training events, organised activities and races, there will be a suitable safety 
boat in attendance. The safety boats carry the mandatory safety equipment as 
recommended by the RYA. The safety boat will operate at displacement speed at all 
times until required to assist. Please follow the instructions of the safety boat crew  
 

6. Two people will man the safety boat. Ideally one will be Safety Boat trained but PB2 
operators can operate safety boats in benign conditions and cognisant of their 
experience. They will wear suitable clothing and buoyancy aids. Ideally they will be 
VHF trained. They will comply with the SOPs for safety boats and carry the 
mandatory equipment. Their absolute priority is preserving life and limb before boat 
recovery.  
 

7. The safety boat will operate at displacement speed at all times and only increase to 
planning speed to stand off, to be prepared to rescue (MOB, capsize etc).  
 

8. Training sessions will be controlled by a qualified Dinghy Instructor and they will 
manage the session afloat and ashore.  
 

9. Overall responsibility for the session lies with the nominated Dinghy Instructor but 
the Commodore / President will have the overall control of stopping a session if they 
deem it unsafe to continue.  
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10. When more than one instructor is present, the dinghy instructor(s) will attend the 
briefing given by the Principal / Chief Instructor and receive a detailed weather 
forecast and sailing areas confirmation.  
 

11. Whilst teaching from a safety boat dinghy instructors should carry:  
a. An Instructor grab bag, containing:  
i.Serrated knife, with locking blade which opens with one hand.  
ii.‘Wetnotes’ and pencil.  
iii.Fully charged waterproof VHF handheld radio.  
iv.Suitable whistle, or other means of attracting attention.  
v.Spare cordage. 
vi.Additional safety items the instructor deems worthwhile.  
b. Additional lines for towing will be available from the safety boats.  
c. Additional drinking water and sun-cream as required.  
 

12. The sailing areas will be agreed and the instructors will ensure the dinghies do not go 
outside agreed boundaries. The on-water controls will be:  
a. Adhering to the agreed sailing area defined by marker buoys. 
b. Agreeing suitable safety signals ashore, prior to setting sail. 
c. Controlling the launching, group proximity and recovery of the boats. d. There will 
be a safety craft on station whenever a dinghy is afloat.  
 

1. The session will be controlled by the Instructor:  
a. Dinghies may be reefed. The decision will be made by the Instructor, under the 
guidance of the Principal / Chief Instructor. This will be discussed at the pre-training 
briefing, (depending on weather forecast, skill and abilities of sailors) and if the 
weather changes.  
b. All sessions afloat will be comprise:  

• Pre-launch Brief:  
1. Aim of session (Fun, safe, controlled).  
2. Sailing area and buoys (Laid by safety crews).  
3. Signals (Agreed at briefing).  
4. Rules of the road, avoidance of collisions.  
5. Leaving launch site.  
6. Finally - Confirm understanding of the brief.  

• Launch boats.  
• Controlled departure, one at a time.  

c. If a capsize occurs, the sailors should stay with the dinghy and affect the capsize 
recovery shown prior to launch.  

• The safety boat can use planning speed to get to the dinghy if required.  

• If there is a person in the water, close to the safety boat, the engine will 
be turned off.  

• If a boat has capsized more than 6 times, they will be escorted back to 
shore.  

• If a boat has capsized more than 3 times, they may be escorted back to 
shore at the discretion of the Instructor and safety boat personnel.  
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• If more than half the number of boats are capsized, the session will be 
stopped immediately and everyone returns to shore. This will end the 
water sessions:   

• The sailors are to assist with returning their boats to Boat storage and de- 
rig as directed.  

d. The instructors are to: 
• Supervise and de-rig the dinghies.  
• Controlling speed – use of mainsheet.  
• Tacking – use of rudder, sails, tiller.  
• Stopping, and getting ‘out of irons.’  
• Sailing across the wind between two laid marks (Approx 400-600m apart 

depending on conditions and skill etc).  
• Increase skills to upwind, downwind and introduce other techniques as skills 

improve.  
• Introduce fun sessions if developing skill allow. They should be safe and 

controlled.  
e. Return to launch site will be controlled from safety boat, instructors to control the 
landing.  
f. Supervise wash down of equipment at the end of the day sessions, as required.  
Report any damages or repairs to the Bosun TMSC, or make good the damage.  
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POWERBOAT USER SOPs  
 
1. TMSC have two power boats the two RIBS (X and Y) other RIBs may also be used as 
necessary, these are used for all the following duties 

1. All safety boat duties for TMSC.  
2. Mark laying at TMSC.  
3. Recovery of boats and equipment.  
4. Instructing/training platform.  
5. Other activities in pursuit of TMSC’s purposes agreed by the Committee.  
 

For the removal of doubt, they are not to be used as pleasure boats by any member. RIB 
excursions to view local wildlife may be organised when calm weather prevails.  
 
2. The safety boats will be operated by qualified members or by unqualified members 

only under the instruction/supervision of an RYA Instructor or experienced 
powerboat user. The recommended qualifications are:  

• RYA Powerboat Instructor when used in teaching role.  
• Ideally, RYA Safety Boat Certificate (When operating in a safety role in  
• demanding conditions).  
• RYA Level 2 (when operating in a safety role in benign conditions and outside of  
• a safety role).  
• Members holding RYA Under 16 Endorsements on PB2 qualifications should not 

operate boats in the safety role except as crew.  
• Exceptionally, users may be allowed to use the TMSC powerboats to train, under  

supervision, in pursuit of RYA qualifications. 
 

3. The boats are to be maintained by local contracted professionals, however daily 
checks on lubricant levels are the responsibility of the qualified boat operators. 
Servicing should be carried out at in accordance with the manufacture’s operating 
manual and arranged by the Bosun in consultation with the TMSC Committee.  

 
4. Refuelling of boats is only to be carried out by the Bosun or by trained operators. 

There is to be no smoking in the immediate vicinity of refuelling. All fuel containers 
are to be stored correctly. 

 
5. All boats operating at TMSC are to carry the safety equipment approved by the RYA 

(pre-packed waterproof container) plus any additional equipment required for the 
day’s activities.  

 
6. Pre start checks are to be carried out prior to launch:  

1. Check hull condition / integrity and bungs are fitted.  
2. Check oil levels.  
3. Check fuel.  
4. Check deck fittings.  
5. Check gear and throttle cables are functioning correctly.  
6. Check power trim operates.  
7. Check battery.  



Tresaith Mariners Sailing Club Standard Operating Procedures Rev001 Page  5 

8. Check kill cord operates.  
 

1. Launching check list:  
1. Check beach area before manoeuvring trailer to launch.  
2. Be aware of debris in water.  
3. Be courteous to other users.  
4. Check weather and tide information.  
5. Brief the launch team and assign roles. Release painter only when in position 

and allow the boat to slip off the trailer under control.  
6. As soon as boat is clear, return the trailer to the storage area.  
 

2. After use procedures:  
1. Give engine, boat and trailer a wash down in clean water.  
2. Release drain bungs.  
3. Refuel.  
4. Run engine down with a clean water flush. Don’t forget to re-secure the plug.  
5. Enter hours run in boat logs.  
 

3. Report any faults or damages to the Bosun TMSC immediately.  
 
4. The boats must not be overloaded at any time.  

1. For safety duties there should be a crew of two; one of whom must be dressed to 
enter the water if required. Wetsuits and buoyancy aids are recommended. Only in 
extremis should more than two casualties be embarked.  

2. For training purposes, up to four people can be accommodated; an instructor and 
up to three trainees in activity-appropriate clothing and PPE.  

 
5. Towing is an essential competence taught to PB2 and safety boat trainees. In the 

safety boat role, the absolute priority is the recovery of personnel. Vessels can be 
anchored and marked for later secondary recovery. Only in extremis should more 
than two casualties be embarked at any one recovery.  

 
6. The club has two safety boats – both are equipped with powerful 4-stroke outboard 

engines. They are coded (by the manufacturer) for up to four people in seas up to 
2m. They have limited freeboard and will become rapidly swamped in challenging 
conditions. Helms must operate within their levels of competence and must discuss 
any known limitations with the OOD. Safety equipment, to the RYA approved scale, 
is stored in the Bosun’s Locker and must be carried when operating in both safety 
and training roles.  

 
7. Ideally, Safety Boat Coxswains (Helms) will be trained to the RYA Safety Boat 

standard. Helms are required to hold at least RYA Level 2 Powerboat Certificates of 
competence, or have satisfied the club of their experience and competence.  

 
8. The helm must have a crewman embarked when operating in the safety role. 

Appropriate total manning has been set at two because the vessels are coded for 
four people - 2 crew and 2 ‘casualties.’ TMSC has adopted the model of pairing 
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experienced and less experienced volunteers to foster experiential learning and to 
develop future competence. Under-16 year olds should not be embarked in the 
safety role.  

 
9. The number of safety boats (SBs) launched for regular racing will be controlled by 

the OOD. The SB requirement will influenced by prevailing weather conditions, the 
weather forecast, water conditions in the estuary and the experience of all those 
afloat. For conditions exceeding F3, the preferred ratios are:  

a)  1 x SB for up to 10 dinghies  
b)  2 x SB for up to 20 dinghies  

10. Safety boats are to stay at their designated position on the course unless directed 
elsewhere by the OOD or they see an incident where immediate assistance is 
required.  
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Safety Boat Appendix 
 

This Appendix has been added to the TMSC Operations Manual to better define the  
rationale for adequate and appropriate safety boat manning. It supplements the  
general TMSC Power Boat User SOP and better defines the RYA requirements for  
operating a powerboat in the safety role. It also seeks to ensure common procedures  
and practices across local sailing club. Interoperability will be better assured  
particularly for joint events.  

 
Communications  
1. VHF radios must be carried when operating in safety and training roles. If they become 

wet in use, they must be rinsed off and carefully dried before being replaced in the 
appropriate charger. 

2. Radios should be set at low power. Generally, the OOD will determine the channel for 
use - usually Ch 8. A radio check must be undertaken before proceeding out on the 
water to ensure functionality and clarity in both receive and transmit functions. 
Remember:  

a)  The multiplex nature of VHF transmissions – everything you say will be heard by all 
operators working on the channel.  
b)  Use the call signs assigned by the OOD or senior instructor present.  
c)  Maintain a good listening watch.  
d)  Practice good voice procedure; speak slowly and clearly.  
e)  Press the transmit button only to speak and check it does not become stuck on.  
f)  Keep radio chatter to a minimum.  
g)  Consider dual watch on Ch16 and the designated working channel.  
h)  In the event of a major incident, consider calling emergency services on Ch16.  

Responsibilities  
3. If operating a safety boat arrive early for session and seek out the OOD or Senior 

Instructor responsible for running the session. Both the OOD and boat crew should be 
present 1 hour before the planned serial and agree the safety plan  

4. Ensure you have suitable clothing. A buoyancy aid is recommended for all crew. An 
auto-inflate life jacket is not recommended and will only impede the ability to render 
assistance. One crew member should be in wet / dry suit and able to go into the water 
to assist casualty if required.  

5. Collect VHF radio and test.  
6. Check you have full fuel tanks and all required safety equipment.  
7. The engine kill cord is to be used at all times.  
8. Launch and lay the race course or training area designated by the OOD or CI. On 

completion return to the area of the end of the wall to escort craft to and from 
designated sailing areas as required. Keep an eye out for late comers.  

9. Keep your eye on boats, especially the less experienced or in particular, students 
going ‘solo’. If coaching or engaged in a rescue ask crew to watch out for the other 
boats.  

10. When assisting at a capsized craft, stand off and count heads. Be aware of the risk of 
inversion /entrapment (crew caught under upturned hull). If you suspect trapped crew, 
on a small dinghy attempt to lift bow or stern on larger dinghy move in immediately to 
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right the boat. In normal circumstances stand-off and instruct self- recovery. If you are 
needed elsewhere, provide the required assistance as quickly as possible.  

11. If you are recovering people from the water:  
 ENGINE MUST BE TURNED OFF.  

DO NOT ALLOW ANYONE IN THE WATER TO GET ANYWHERE NEAR THE 
STERN/PROP UNLESS THE ENGINE IS TURNED OFF.  

12. In the event of multiple capsize or crews in immediate danger. Abandon the dinghy 
and take crew into the safety boat. Attempt to anchor the dinghy, ideally mark dinghy 
with orange tape and advise OOD or other official 

13. The priority is always to attend to casualties rather than craft.  
14. If in a multiple rescue situation ensure you mark the boat you have abandoned, Tie 

marker tape (to be found in Safety box) around the rudder fittings to indicate that you 
have evacuated the crew. Consider notifying the Coast Guard of any boats being left 
unattended.  

15. In the event of a life threatening emergency, Safety Boat coxswains are authorised 
to alert emergency services through Coast Guard or May Day call (See Below).  

16. The primary landing point for most racing and training serials will be the beach at 
Tresaith.  

17. Remember in a rescue situation: You are in charge: not the crew being rescued.  
18. Towing.  

Either tow on a line taken from the dinghy mast and led through a looped line around 
forestay or bring dinghy alongside for the tow. Tow slow, dinghies are delicate.  
a)  Due to strong tides and swells, there are several considerations that must be made 
when towing vessels.  
b)  No more than 3 dinghies to be towed astern.  
c)  Up to two dinghies can be towed alongside, one to port and the other to starboard.  
d)  In strong tides, where possible remove spars and occupants.  
e)  Last vessel in tow must have someone steering to follow the vessel directly ahead.  
f)  Attach all towlines to secure points, with quick-release where possible.  
g)  Daggerboards/Centreboards to be raised before commencing tow.  
h)  Rudders to be raised out of water (except last boat).  
i)  If rudder is in water, sailors to steer to follow vessel directly ahead.  
j)  Ideally, towing Safety Boats should be accompanied by a non-towing Safety Boat.  

19. Do not come off station until all participating boats and their crews are safely 
accounted for.  

20. Please leave safety boats in the condition you took them out. Please fill out the logs 
and stow the kit correctly. Report any problems, faults or damage to OOD or other 
official and record details in the logs.  
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